


GENERAL

Liquid Density 
Range

0.6 - 1.3 g/cc

Accuracy Digital Density: 0.0001 g/cc

Analog Density: +/- 0.1% of full scale

Temperature:  0.6 F (0.3 C)

Repeatability 0.00003 max g/cc

Max Pressure 300 psig (21.7 bar) standard

Operating 
Temperature

-4 to 140 F (-20 to 60 C)

Sample Rate 100 mS

Fittings 5/16 straight thread, o-ring seal; standard 
fitting 1/4” Swagelok® compression

Bypass 0.027" (0.07 cm) standard, 0.050" (0.127 cm) 
optional

Mounting (4) 1/4” 20 UNC (M6) bolts

Materials Housing painted aluminum, wetted parts: SS, 
Silicon, Epoxy, Glass

Dimensions 6.2” x 2.5” x 4” (15.7 cm x 6.3 cm x 10 cm)

Weight 2.5 lb (1135 g)

POWER

Supply 5 VDC, 500 mW USB or 8 to 30 VDC

Consumption 400 mW

ELECTRICAL

Outputs (2) 4-20mA analog, optional

Communication USB, standard

RS-232, optional

RS-485, optional

Display 2x16 standard character, adjustable LCD 
backlit, optional

Memory 2 Gb internal data logger

APPROVAL

EX IIC (Zone 0, T4), AEx, CUL, UL (Class 1 Div 1 
Group ABCD)

OTHER  OPTIONS

Display

IP67 Sealed

Modbus

NIST


